
e­catalogue international version   

CAT. N° 4 020 24

RCD RX³ - 2P 230 V~ - 25 A - 30 MA - AC TYPE

Pack (number of units) 1

Volume (dm³) 0,369

Weight (g) 205,00

Product characteristics General characteristics

2-pole - 230 V~

AC type 
▪ Sensitivity : 30 mA

▪ In : 25 A

▪ Number of modules : 2 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F001535EN-03  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_700536  

▪ OC / CB - CB FR_704741  

▪ VDE - 40034493  

▪ NF - NF012_1793  

▪ VDE - 40034493  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 020 25

RCD RX³ - 2P 230 V~ - 40 A - 30 MA - AC TYPE

Pack (number of units) 1

Volume (dm³) 0,369

Weight (g) 204,00

Product characteristics General characteristics

2-pole - 230 V~

AC type 
▪ Sensitivity : 30 mA

▪ In : 40 A

▪ Number of modules : 2 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F001535EN-03  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_700536  

▪ OC / CB - CB FR_704741  

▪ VDE - 40034493  

▪ NF - NF012_1793  

▪ VDE - 40034493  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 020 26

RCD RX³ - 2P 230 V~ - 63 A - 30 MA - AC TYPE

Pack (number of units) 1

Volume (dm³) 0,369

Weight (g) 230,00

Product characteristics General characteristics

2-pole - 230 V~

AC type 
▪ Sensitivity : 30 mA

▪ In : 63 A

▪ Number of modules : 2 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F001535EN-03  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_700536  

▪ OC / CB - CB FR_704741  

▪ VDE - 40034493  

▪ NF - NF012_1793  

▪ VDE - 40034493  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 020 27

RCD RX³ - 2P 230 V~ - 80 A - 30 MA - AC TYPE

Pack (number of units) 1

Volume (dm³) 0,369

Weight (g) 230,00

Product characteristics General characteristics

2-pole - 230 V~

AC type 
▪ Sensitivity : 30 mA

▪ In : 80 A

▪ Number of modules : 2 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F001535EN-03  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_700536  

▪ OC / CB - CB FR_704741  

▪ VDE - 40034493  

▪ NF - NF012_1793  

▪ VDE - 40034493  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 020 28

RCD RX³ - 2P 230 V~ - 25 A - 100 MA - AC TYPE

Pack (number of units) 1

Volume (dm³) 0,369

Weight (g) 211,00

Product characteristics General characteristics

2-pole - 230 V~

AC type 
▪ Sensitivity : 100 mA

▪ In : 25 A

▪ Number of modules : 2 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F001535EN-03  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_700536  

▪ OC / CB - CB FR_704741  

▪ VDE - 40034493  

▪ VDE - 40034493  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 020 29

RCD RX³ - 2P 230 V~ - 40 A - 100 MA - AC TYPE

Pack (number of units) 1

Volume (dm³) 0,369

Weight (g) 210,00

Product characteristics General characteristics

2-pole - 230 V~

AC type 
▪ Sensitivity : 100 mA

▪ In : 40 A

▪ Number of modules : 2 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F001535EN-03  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_700536  

▪ OC / CB - CB FR_704741  

▪ VDE - 40034493  

▪ VDE - 40034493  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 020 30

RCD RX³ - 2P 230 V~ - 63 A - 100 MA - AC TYPE

Pack (number of units) 1

Volume (dm³) 0,369

Weight (g) 210,00

Product characteristics General characteristics

2-pole - 230 V~

AC type 
▪ Sensitivity : 100 mA

▪ In : 63 A

▪ Number of modules : 2 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F001535EN-03  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_700536  

▪ OC / CB - CB FR_704741  

▪ VDE - 40034493  

▪ VDE - 40034493  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 020 32

RCD RX³ - 2P 230 V~ - 25 A - 300 MA - AC TYPE

Pack (number of units) 1

Volume (dm³) 0,369

Weight (g) 201,00

Product characteristics General characteristics

2-pole - 230 V~

AC type 
▪ Sensitivity : 300 mA

▪ In : 25 A

▪ Number of modules : 2 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F001535EN-03  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_700536  

▪ OC / CB - CB FR_704741  

▪ VDE - 40034493  

▪ VDE - 40034493  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 020 33

RCD RX³ - 2P 230 V~ - 40 A - 300 MA - AC TYPE

Pack (number of units) 1

Volume (dm³) 0,369

Weight (g) 200,00

Product characteristics General characteristics

2-pole - 230 V~

AC type 
▪ Sensitivity : 300 mA

▪ In : 40 A

▪ Number of modules : 2 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F001535EN-03  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_700536  

▪ OC / CB - CB FR_704741  

▪ VDE - 40034493  

▪ VDE - 40034493  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 020 34

RCD RX³ - 2P 230 V~ - 63 A - 300 MA - AC TYPE

Pack (number of units) 1

Volume (dm³) 0,369

Weight (g) 199,00

Product characteristics General characteristics

2-pole - 230 V~

AC type 
▪ Sensitivity : 300 mA

▪ In : 63 A

▪ Number of modules : 2 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F001535EN-03  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_700536  

▪ OC / CB - CB FR_704741  

▪ VDE - 40034493  

▪ VDE - 40034493  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 020 36

RCD RX³ - 2P 230 V~ - 25 A - 30 MA - A TYPE

Pack (number of units) 1

Volume (dm³) 0,369

Weight (g) 193,00

Product characteristics General characteristics

2-pole - 230 V~

A type
▪ Sensitivity : 30 mA

▪ In : 25 A

▪ Number of modules : 2 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F001535EN-03  

Agreements & certificates of conformity 
▪ VDE - 40034495  

▪ OC / CB - CB FR_700536  

▪ OC / CB - CB FR_704741  

▪ NF - NF012_1793  

▪ VDE - 40034495  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 020 37

RCD RX³ - 2P 230 V~ - 40 A - 30 MA - A TYPE

Pack (number of units) 1

Volume (dm³) 0,369

Weight (g) 199,00

Product characteristics General characteristics

2-pole - 230 V~

A type
▪ Sensitivity : 30 mA

▪ In : 40 A

▪ Number of modules : 2 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F001535EN-03  

Agreements & certificates of conformity 
▪ VDE - 40034495  

▪ OC / CB - CB FR_700536  

▪ OC / CB - CB FR_704741  

▪ NF - NF012_1793  

▪ VDE - 40034495  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 020 38

RCD RX³ - 2P 230 V~ - 63 A - 30 MA - A TYPE

Pack (number of units) 1

Volume (dm³) 0,369

Weight (g) 231,00

Product characteristics General characteristics

2-pole - 230 V~

A type
▪ Sensitivity : 30 mA

▪ In : 63 A

▪ Number of modules : 2 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F001535EN-03  

Agreements & certificates of conformity 
▪ VDE - 40034495  

▪ OC / CB - CB FR_700536  

▪ OC / CB - CB FR_704741  

▪ NF - NF012_1793  

▪ VDE - 40034495  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 020 62

RCD LR - 4P 400 V~ - 25 A - 30 MA - AC TYPE

Pack (number of units) 1

Volume (dm³) 0,701

Weight (g) 337,00

Product characteristics General characteristics

4-pole - 400 V~ neutral on right-hand side

AC type
▪ Sensitivity : 30 mA

▪ In : 25 A

▪ Number of modules : 4 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01536EN-02  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_705078  

▪ OC / CB - CB-FR_700757  

▪ VDE - 40034493  

▪ VDE - 40034493  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 020 63

RCD LR - 4P 400 V~ - 40 A - 30 MA - AC TYPE

Pack (number of units) 1

Volume (dm³) 0,701

Weight (g) 332,00

Product characteristics General characteristics

4-pole - 400 V~ neutral on right-hand side

AC type
▪ Sensitivity : 30 mA

▪ In : 40 A

▪ Number of modules : 4 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01536EN-02  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_705078  

▪ OC / CB - CB-FR_700757  

▪ VDE - 40034493  

▪ VDE - 40034493  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 020 64

RCD LR - 4P 400 V~ - 63 A - 30 MA - AC TYPE

Pack (number of units) 1

Volume (dm³) 0,701

Weight (g) 377,00

Product characteristics General characteristics

4-pole - 400 V~ neutral on right-hand side

AC type
▪ Sensitivity : 30 mA

▪ In : 63 A

▪ Number of modules : 4 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01536EN-02  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_705078  

▪ OC / CB - CB-FR_700757  

▪ VDE - 40034493  

▪ VDE - 40034493  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 020 66

RCD LR - 4P 400 V~ - 25 A - 100 MA - AC TYPE

Pack (number of units) 1

Volume (dm³) 0,701

Weight (g) 344,00

Product characteristics General characteristics

4-pole - 400 V~ neutral on right-hand side

AC type
▪ Sensitivity : 100 mA

▪ In : 25 A

▪ Number of modules : 4 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01536EN-02  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_705078  

▪ OC / CB - CB-FR_700757  

▪ VDE - 40034493  

▪ VDE - 40034493  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 020 67

RCD LR - 4P 400 V~ - 40 A - 100 MA - AC TYPE

Pack (number of units) 1

Volume (dm³) 0,701

Weight (g) 341,00

Product characteristics General characteristics

4-pole - 400 V~ neutral on right-hand side

AC type
▪ Sensitivity : 100 mA

▪ In : 40 A

▪ Number of modules : 4 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01536EN-02  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_705078  

▪ OC / CB - CB-FR_700757  

▪ VDE - 40034493  

▪ VDE - 40034493  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 020 68

RCD LR - 4P 400 V~ - 63 A - 100 MA - AC TYPE

Pack (number of units) 1

Volume (dm³) 0,701

Weight (g) 344,00

Product characteristics General characteristics

4-pole - 400 V~ neutral on right-hand side

AC type
▪ Sensitivity : 100 mA

▪ In : 63 A

▪ Number of modules : 4 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01536EN-02  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_705078  

▪ OC / CB - CB-FR_700757  

▪ VDE - 40034493  

▪ VDE - 40034493  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 020 70

RCD LR - 4P 400 V~ - 25 A - 300 MA - AC TYPE

Pack (number of units) 1

Volume (dm³) 0,701

Weight (g) 329,00

Product characteristics General characteristics

4-pole - 400 V~ neutral on right-hand side

AC type
▪ Sensitivity : 300 mA

▪ In : 25 A

▪ Number of modules : 4 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01536EN-02  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_705078  

▪ OC / CB - CB-FR_700757  

▪ VDE - 40034493  

▪ VDE - 40034493  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 020 71

RCD LR - 4P 400 V~ - 40 A - 300 MA - AC TYPE

Pack (number of units) 1

Volume (dm³) 0,701

Weight (g) 328,00

Product characteristics General characteristics

4-pole - 400 V~ neutral on right-hand side

AC type
▪ Sensitivity : 300 mA

▪ In : 40 A

▪ Number of modules : 4 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01536EN-02  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_705078  

▪ OC / CB - CB-FR_700757  

▪ VDE - 40034493  

▪ VDE - 40034493  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 020 72

RCD LR - 4P 400 V~ - 63 A - 300 MA - AC TYPE

Pack (number of units) 1

Volume (dm³) 0,701

Weight (g) 329,00

Product characteristics General characteristics

4-pole - 400 V~ neutral on right-hand side

AC type
▪ Sensitivity : 300 mA

▪ In : 63 A

▪ Number of modules : 4 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01536EN-02  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_705078  

▪ OC / CB - CB-FR_700757  

▪ VDE - 40034493  

▪ VDE - 40034493  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 020 74

RCD LR - 4P 400 V~ - 25 A - 30 MA - A TYPE

Pack (number of units) 1

Volume (dm³) 0,701

Weight (g) 332,00

Product characteristics General characteristics

4-pole - 400 V~ neutral on right-hand side

A type
▪ Sensitivity : 30 mA

▪ In : 25 A

▪ Number of modules : 4 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01536EN-02  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_705078  

▪ VDE - 40034495  

▪ OC / CB - CB-FR_700757  

▪ VDE - 40034495  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 020 75

RCD LR - 4P 400 V~ - 40 A - 30 MA - A TYPE

Pack (number of units) 1

Volume (dm³) 0,701

Weight (g) 338,00

Product characteristics General characteristics

4-pole - 400 V~ neutral on right-hand side

A type
▪ Sensitivity : 30 mA

▪ In : 40 A

▪ Number of modules : 4 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01536EN-02  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_705078  

▪ VDE - 40034495  

▪ OC / CB - CB-FR_700757  

▪ VDE - 40034495  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 020 76

RCD LR - 4P 400 V~ - 63 A - 30 MA - A TYPE

Pack (number of units) 1

Volume (dm³) 0,701

Weight (g) 377,00

Product characteristics General characteristics

4-pole - 400 V~ neutral on right-hand side

A type
▪ Sensitivity : 30 mA

▪ In : 63 A

▪ Number of modules : 4 

RCCBs RX³ - residual current circuit breakers from 25 
A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Compatible with prong-type and fork type supply busbars

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.050)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01536EN-02  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_705078  

▪ VDE - 40034495  

▪ OC / CB - CB-FR_700757  

▪ VDE - 40034495  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.


