
e­catalogue international version   

CAT. N° 4 030 00

RCCB TX³ - 2P 230 V~ - 30 MA - 25 A - AC TYPE - DO NOT 
ACCEPT AUXILIARIES

Pack (number of units) 1

Volume (dm³) 0,38

Weight (g) 206,00

Product characteristics General characteristics

2-pole - 230 V~

AC type
▪ Sensitivity : 30 mA

▪ In : 25 A

▪ Number of modules : 2 

RCCBs TX³ - residual current circuit breakers - from 
25 A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ Compatible with prong-type supply busbars

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.053)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01540EN-02  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_700536  

▪ OC / CB - CB FR_704741  

▪ VDE - 40036431  

▪ VDE - 40036431  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 030 01

RCCB TX³ - 2P 230 V~ - 30 MA - 40 A - AC TYPE - DO NOT 
ACCEPT AUXILIARIES

Pack (number of units) 1

Volume (dm³) 0,38

Weight (g) 212,00

Product characteristics General characteristics

2-pole - 230 V~

AC type
▪ Sensitivity : 30 mA

▪ In : 40 A

▪ Number of modules : 2 

RCCBs TX³ - residual current circuit breakers - from 
25 A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ Compatible with prong-type supply busbars

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.053)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01540EN-02  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_700536  

▪ OC / CB - CB FR_704741  

▪ VDE - 40036431  

▪ VDE - 40036431  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 030 02

RCCB TX³ - 2P 230 V~ - 30 MA - 63 A - AC TYPE - DO NOT 
ACCEPT AUXILIARIES

Pack (number of units) 1

Volume (dm³) 0,38

Weight (g) 232,00

Product characteristics General characteristics

2-pole - 230 V~

AC type
▪ Sensitivity : 30 mA

▪ In : 63 A

▪ Number of modules : 2 

RCCBs TX³ - residual current circuit breakers - from 
25 A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ Compatible with prong-type supply busbars

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.053)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01540EN-02  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_700536  

▪ OC / CB - CB FR_704741  

▪ VDE - 40036431  

▪ VDE - 40036431  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 030 35

RCCB TX³ - 2P 230 V~ - 30 MA - 25 A - A TYPE - DO NOT 
ACCEPT AUXILIARIES

Pack (number of units) 1

Volume (dm³) 0,381

Weight (g) 196,00

Product characteristics General characteristics

2-pole - 230 V~

A type
▪ Sensitivity : 30 mA

▪ In : 25 A

▪ Number of modules : 2 

RCCBs TX³ - residual current circuit breakers - from 
25 A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ Compatible with prong-type supply busbars

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.053)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01540EN-02  

Agreements & certificates of conformity 
▪ VDE - 40036430  

▪ OC / CB - CB FR_700536  

▪ OC / CB - CB FR_704741  

▪ VDE - 40036430  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 030 36

RCCB TX³ - 2P 230 V~ - 30 MA - 40 A - A TYPE - DO NOT 
ACCEPT AUXILIARIES

Pack (number of units) 1

Volume (dm³) 0,381

Weight (g) 238,00

Product characteristics General characteristics

2-pole - 230 V~

A type
▪ Sensitivity : 30 mA

▪ In : 40 A

▪ Number of modules : 2 

RCCBs TX³ - residual current circuit breakers - from 
25 A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ Compatible with prong-type supply busbars

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.053)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01540EN-02  

Agreements & certificates of conformity 
▪ VDE - 40036430  

▪ OC / CB - CB FR_700536  

▪ OC / CB - CB FR_704741  

▪ VDE - 40036430  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 030 38

RCCB TX³ - 2P 230 V~ - 300 MA - 25 A - AC TYPE - DO NOT 
ACCEPT AUXILIARIES

Pack (number of units) 1

Volume (dm³) 0,367

Weight (g) 197,00

Product characteristics General characteristics

2-pole - 230 V~

AC type
▪ Sensitivity : 300 mA

▪ In : 25 A

▪ Number of modules : 2 

RCCBs TX³ - residual current circuit breakers - from 
25 A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ Compatible with prong-type supply busbars

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.053)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01540EN-02  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_700536  

▪ OC / CB - CB FR_704741  

▪ VDE - 40036431  

▪ VDE - 40036431  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 030 39

RCCB TX³ - 2P 230 V~ - 300 MA - 40 A - AC TYPE - DO NOT 
ACCEPT AUXILIARIES

Pack (number of units) 1

Volume (dm³) 0,367

Weight (g) 197,00

Product characteristics General characteristics

2-pole - 230 V~

AC type
▪ Sensitivity : 300 mA

▪ In : 40 A

▪ Number of modules : 2 

RCCBs TX³ - residual current circuit breakers - from 
25 A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ Compatible with prong-type supply busbars

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.053)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01540EN-02  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_700536  

▪ OC / CB - CB FR_704741  

▪ VDE - 40036431  

▪ VDE - 40036431  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 030 40

RCCB TX³ - 2P 230 V~ - 300 MA - 63 A - AC TYPE - DO NOT 
ACCEPT AUXILIARIES

Pack (number of units) 1

Volume (dm³) 0,367

Weight (g) 198,00

Product characteristics General characteristics

2-pole - 230 V~

AC type
▪ Sensitivity : 300 mA

▪ In : 63 A

▪ Number of modules : 2 

RCCBs TX³ - residual current circuit breakers - from 
25 A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ Compatible with prong-type supply busbars

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.053)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01540EN-02  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_700536  

▪ OC / CB - CB FR_704741  

▪ VDE - 40036431  

▪ VDE - 40036431  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 030 04

RCCB TX³ - 4P 400 V~ - 30 MA - 25 A - AC TYPE - NEUTRAL 
ON LEFT-HAND - NO AUX.

Pack (number of units) 1

Volume (dm³) 0,701

Weight (g) 199,00

Product characteristics General characteristics

4-pole - 400 V~
▪ Neutral on left-hand side

AC type
▪ Sensitivity : 30 mA

▪ In : 25 A

▪ Number of modules : 4 

RCCBs TX³ - residual current circuit breakers - from 
25 A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ Compatible with prong-type supply busbars

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.053)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01542EN-01  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_705078  

▪ OC / CB - CB-FR_700757  

▪ VDE - 40036431  

▪ VDE - 40036431  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 030 05

RCCB TX³ - 4P 400 V~ - 30 MA - 40 A - AC TYPE - NEUTRAL 
ON LEFT-HAND - NO AUX.

Pack (number of units) 1

Volume (dm³) 0,701

Weight (g) 333,00

Product characteristics General characteristics

4-pole - 400 V~
▪ Neutral on left-hand side

AC type
▪ Sensitivity : 30 mA

▪ In : 40 A

▪ Number of modules : 4 

RCCBs TX³ - residual current circuit breakers - from 
25 A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ Compatible with prong-type supply busbars

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.053)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01542EN-01  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_705078  

▪ OC / CB - CB-FR_700757  

▪ VDE - 40036431  

▪ VDE - 40036431  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 030 06

RCCB TX³ - 4P 400 V~ - 30 MA - 63 A - AC TYPE - NEUTRAL 
ON LEFT-HAND - NO AUX.

Pack (number of units) 1

Volume (dm³) 0,701

Weight (g) 364,00

Product characteristics General characteristics

4-pole - 400 V~
▪ Neutral on left-hand side

AC type
▪ Sensitivity : 30 mA

▪ In : 63 A

▪ Number of modules : 4 

RCCBs TX³ - residual current circuit breakers - from 
25 A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ Compatible with prong-type supply busbars

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.053)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01542EN-01  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_705078  

▪ OC / CB - CB-FR_700757  

▪ VDE - 40036431  

▪ VDE - 40036431  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 030 08

RCCB TX³ - 4P 400 V~ - 30 MA - 25 A - AC TYPE - NEUTRAL 
ON RIGHT-HAND - NO AUX

Pack (number of units) 1

Volume (dm³) 0,701

Weight (g) 334,00

Product characteristics General characteristics

4-pole - 400 V~
▪ Neutral on left-hand side

AC type
▪ Sensitivity : 30 mA

▪ In : 25 A

▪ Number of modules : 4 

RCCBs TX³ - residual current circuit breakers - from 
25 A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ Compatible with prong-type supply busbars

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.053)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01543EN-01  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_705078  

▪ OC / CB - CB-FR_700757  

▪ VDE - 40036431  

▪ VDE - 40036431  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 030 09

RCCB TX³ - 4P 400 V~ - 30 MA - 40 A - AC TYPE - NEUTRAL 
ON RIGHT-HAND - NO AUX

Pack (number of units) 1

Volume (dm³) 0,701

Weight (g) 340,00

Product characteristics General characteristics

4-pole - 400 V~
▪ Neutral on left-hand side

AC type
▪ Sensitivity : 30 mA

▪ In : 40 A

▪ Number of modules : 4 

RCCBs TX³ - residual current circuit breakers - from 
25 A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ Compatible with prong-type supply busbars

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.053)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01543EN-01  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_705078  

▪ OC / CB - CB-FR_700757  

▪ VDE - 40036431  

▪ VDE - 40036431  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 030 10

RCCB TX³ - 4P 400 V~ - 30 MA - 63 A - AC TYPE - NEUTRAL 
ON RIGHT-HAND - NO AUX

Pack (number of units) 1

Volume (dm³) 0,701

Weight (g) 374,00

Product characteristics General characteristics

4-pole - 400 V~
▪ Neutral on left-hand side

AC type
▪ Sensitivity : 30 mA

▪ In : 63 A

▪ Number of modules : 4 

RCCBs TX³ - residual current circuit breakers - from 
25 A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ Compatible with prong-type supply busbars

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.053)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01543EN-01  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_705078  

▪ OC / CB - CB-FR_700757  

▪ VDE - 40036431  

▪ VDE - 40036431  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 030 42

RCCB TX³ - 4P 400 V~ - 300 MA - 25 A - AC TYPE - DO NOT 
ACCEPT AUXILIARIES

Pack (number of units) 1

Volume (dm³) 0,701

Weight (g) 231,00

Product characteristics General characteristics

4-pole - 400 V~
▪ Neutral on left-hand side

AC type
▪ Sensitivity : 300 mA

▪ In : 25 A

▪ Number of modules : 4 

RCCBs TX³ - residual current circuit breakers - from 
25 A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ Compatible with prong-type supply busbars

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.053)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01543EN-01  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_705078  

▪ OC / CB - CB-FR_700757  

▪ VDE - 40036431  

▪ VDE - 40036431  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 030 43

RCCB TX³ - 4P 400 V~ - 300 MA - 40 A - AC TYPE - DO NOT 
ACCEPT AUXILIARIES

Pack (number of units) 1

Volume (dm³) 0,701

Weight (g) 333,00

Product characteristics General characteristics

4-pole - 400 V~
▪ Neutral on left-hand side

AC type
▪ Sensitivity : 300 mA

▪ In : 40 A

▪ Number of modules : 4 

RCCBs TX³ - residual current circuit breakers - from 
25 A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ Compatible with prong-type supply busbars

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.053)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01543EN-01  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_705078  

▪ OC / CB - CB-FR_700757  

▪ VDE - 40036431  

▪ VDE - 40036431  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.



e­catalogue international version   

CAT. N° 4 030 44

RCCB TX³ - 4P 400 V~ - 300 MA - 63 A - AC TYPE - DO NOT 
ACCEPT AUXILIARIES

Pack (number of units) 1

Volume (dm³) 0,701

Weight (g) 332,00

Product characteristics General characteristics

4-pole - 400 V~
▪ Neutral on left-hand side

AC type
▪ Sensitivity : 300 mA

▪ In : 63 A

▪ Number of modules : 4 

RCCBs TX³ - residual current circuit breakers - from 
25 A to 63 A - AC and A types

▪ Conform to IEC 61008-1

▪ Compatible with prong-type supply busbars

▪ AC type : detect AC component faults

▪ A type : detect AC and DC component faults

▪ Do not accept auxiliaries

Documentation

Catalogue pages & additional information 
▪ Description page (p.053)  

▪ Dimensions of din-rail equipment  

Installation & technical data 
▪ F01543EN-01  

Agreements & certificates of conformity 
▪ OC / CB - CB FR_705078  

▪ OC / CB - CB-FR_700757  

▪ VDE - 40036431  

▪ VDE - 40036431  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.


