
DESCRIPTION
The NVS-IP100029SP is an all-in-one IP wall mount speaker featuring an integrated network audio decoder, Class-D digital amplifier, and DSP
for optimized audio performance. Pre-configured DSP ensures clear, intelligible voice playback, while a web-based GUI allows streamlined
configuration. It supports automatic gain control, fault monitoring, and scheduled audio tasks via server integration, making it ideal for
scalable IP audio deployments.

FEATURES
All-in-one audio decoder, 2×30W Class-D amp, and speaker
5" woofer, 3" tweeter, and offline playback via internal flash
NTP-synced clock chip for automatic timing
UHF wireless mic support for local broadcast
SIP protocol, IEEE 802.3at PoE+ powered
Remote management with web-based configuration

Specifications
Model NVS-IP100029SP
Power Supply AC 220V 50/60Hz, PoE+ (IEEE802.3at)

Standby Power Consumption ≤3W

Power Output 2×30W (at AC 220V/50Hz powered)

2×7W (at PoE powered)

Audio Codec MP3, PCM, G.711 A-law, G.711 μ-law

Sensitivity (1W, 1m) 86dB±3dB

Maximum SPL 92dB±3dB

Signal to Noise Ratio ≥80dB

Audio Sampling & Bit Rate 8kHz~44.1kHz, 16bit, 8kbps~320kbps

Frequency Response 35Hz~18kHz

Network Interface 10BASE-T/100BASE-TX RJ45

Network Protocol SIP (RFC3261),FTP,HTTP,TCP/IP,UDP,ARP,ICMP,IGMP

Configuration Method Web Interface or DevConfig Tool

Mounting Method Wall Mounted

Installation Environment Dry Indoor Locations Only

Operating temperature -10℃~+45℃ (14℉~113℉)
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Storage Temperature -20℃~+65℃ ( 4℉~149℉)

Operating Humidity 10%~90% RH Non-Condensing

Grille Material Mesh Cloth

Colour Off White

Cabinet Material SGS Certified Medium Density Fiberboard

Cabinet Colour White

Product Weight 3.7 Kg

Product Dimensions 290x215x117 mm

CONNECTION DIAGRAM
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Input Connection

ORDERING INFORMATION
Part Number Description Standard Quantity
NVS-IP100029SP 2x30W WALL MOUNT IP SPEAKER 01

NVS-IP100029SP

2x30W WALL MOUNT IP SPEAKER

             3  

                                             Version 2.2



ACCESSORIES INFORMATION
Description Standard Quantity
User Manual 01
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