
DESCRIPTION
The NVS-IP100052AB is an audio bridge featuring a built-in decoding chip and a 15W power amplifier. It is primarily designed to integrate
existing analogue broadcasting systems into the Norden IP broadcasting network. This device is particularly suitable for use in professional
environments such as enterprises, factories, educational institutions, and similar settings.

FEATURES
Made from aluminium alloy, compact and exquisite
Supports Power over Ethernet (PoE)
Built-in 15W output, works with external 8Ω speakers
RCA line-out for connecting to external amplifiers
Works with standard SIP protocol and third-party SIP servers

Specifications
Model NVS-IP100052AB
Power Supply POE(802.3af/at)

Standby Power Consumption <3W

Output Power 15W@8Ω
Audio Codec G.711-A ,G.711-U

Audio Sampling & Bit Rate 8kHz~48kHz, 16bit, 8kbps~320kbps

S/N(Broadcast-Speaker) ≥85dB

Frequency Response 50Hz-20kHz

Network Interface 10BASE-T/100BASE-TX RJ45

Network Protocol TCP/IP, UDP, ARP, SIP

Configuration Method Web Interface or DevConfig Too

Mounting Method Wall Mount

Operatiing Temperature -10℃~+55℃
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Operating Humidity ≤90% RH non-condensing

Material Aluminium Alloy

Dimensions 126x66x27mm

Weight 0.16 Kg

ORDERING INFORMATION
Part Number Description Standard Quantity
NVS-IP100052AB NETWORK AUDIO BRIDGE WITH 15W AMPLIFIER 01

ACCESSORIES INFORMATION
Description Standard Quantity
User Manual 01

Connection Terminal(2P) 01
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